PFCTstSvr (PFCS Test Server Modification History)

7/14/2000
Added debug recv on the main dialog box.  On choosing debug recv, the application prints the read characters the way they are received.

7/14/2000
Error 10053 treated same as 10054 (peer disconnected).  Example situation:  Unplugging RJ45 cable from  terminal server for RS232/RS423 communicating device. PFCS Test Server application receives 10053 event. 

12/19/2000
Do not process the messages in "debug recv" mode.  This is to catch the problems when pfd sends messages with characters after carriage return.

2/15/2001
Support exception testing in multi-machine mode.

7/20/2002
If  “debug recv”  checked, Button click on send, Program will send data selected in “Data to Send” without PFCS header.  This option is useful to send unexpected “ACK/NAK” message to device  for error-recovery testing conditions.

PFCSTstSvr (Version2.0)

Support for  Multi-Machine ids.  User Entered Machine ids. And First Machine Id must be treated as Base Machine id.

Limit number of NAK retires to 2  for response to vinspecific request snd unsolicited downloads.

Add new Items in to Parse Messages.

PFCSTstSvr (Version2.01)

7/20/2002
If  “debug recv”  checked, Button click on send, Program will send data selected in “Data to Send” without PFCS header.  This option is useful to send unexpected “ACK/NAK” message to device  for error-recovery testing conditions.

